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Standard 60 Coupling

Standard 60 Coupling

Standards & specifications
•	 Certified to comply with ASTM C1277 Standard Specification for Hubless Couplings.
•	 Listed through IAPMO file #6200 for compliance to UPC and ASTM C1277.
•	 Gasket complies with ASTM C564.
•	 Couplings conform to CISPI 310.

FEATUREs
•	 3rd Party Listed to ASTM C1277 Standards: Independently 3rd party listed by IAPMO for compliance to 

the ASTM C1277 standard for hubless couplings (file #6200).

•	 Clamp Assembly: All Stainless Steel clamp assembly features bands riveted to the shield with both 

fixed and flexible stainless steel eyelets.

•	 Optimum Shield Design: Corrugated pattern bright annealed stainless steel shield effectively transfers 

compression evenly through the gasket providing an improved seal and restraint capability.

•	 Gasket:  Manufactured from premium virgin Neoprene elastomer resulting in superior performance 

characteristics under a wide range of installation conditions.
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MATERIALs
SHIELD:			   Type 301 AISI Stainless Steel, Bright Annealed
BAND:			   Type 301 AISI Stainless Steel
SCREW HOUSING:		  Type 301 AISI Stainless Steel
SCREW:			   Type 305 AISI Stainless Steel, 5/16” hex head
EYELETS:			   Type 300 AISI Stainless Steel, fixed and flexible
GASKET:			   Neoprene elastomer

STANDARD 60 
NOM. ITEM # OF BANDS INSTALLATION

SIZE (IN.) CODE PER COUPLING TORQUE (IN.-LBS.)

11⁄2 NHC0150SD 2 60
2 NHC0200SD 2 60
3 NHC0300SD 2 60
4 NHC0400SD 2 60
5 NHC0500SD 4 60
6 NHC0600SD 4 60
8 NHC0800SD 4 60

10 NHC1000SD 4 60


